
 
 

 

 

Wireless  UVHYC4005R-28 UVHYC4001R-27 

Frequency range  2200 - 2560 MHz 4900 - 6100 MHz 

Output power  28 dBm ± 1.5 dB 27 dBm ± 1.5 dB 

Channel bandwidth  2.5 - 40 MHz 2.5 - 40 MHz 

Operating RF channel  ONE ONE 

Modulation  CCK, DSSS, HT-OFDM HT-OFDM 

Sensitivity  Varying between -96 dBm ± 1 dB and -73 dBm ± 2 dB 

Antenna system  2x2 MIMO  2x2 MIMO  

Max. Physical Layer Data 

Rate  
300 Mbps  300 Mbps 

Operating mode  Mesh Ad-Hoc Mesh Ad-Hoc 

Ant. connector  
Type SMA Female x 2 

Type TNC Female for option  
Type SMA Female x 2 

Interfaces 

(Waterproof, 

 SnapLatch connector)  

3 pins (DC In) 

9 pins (Ethernet) 

6 pins (RS232 Data & Reset) 

3 pins (DC In) 

9 pins (Ethernet) 

6 pins (RS232 Data & Reset) 

Input Voltage  12 - 24 VDC 12 - 24 VDC 

Power consumption  Max. 12 W Max. 12 W 

Weight  340 g 340 g 

Dimension  125 x 92 x 30, mm  125 x 92 x 30, mm  

Waterproof IP67 IP67 

 

 

 

 

 

 

 

 

 

  



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Omni-Directional 2.200-2500 MHz 

Gooseneck Antenna MIMO 2x2 

Polarization H & V 
 

Ordering information:  

 ANTM2225G9D-M-NF  2200 – 2500 MHz 9dBi 2x2 MIMO Omni-directional antenna 

 ANTM4959G10D-M-NF  4900 – 5900 MHz 10dBi 2x2 MIMO Omni-directional 

antenna 

 

 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Omni-Directional 5.000-5.900 MHz 

Gooseneck Antenna MIMO 2x2 
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